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75 OHM KOAKSIYEL KABLOLAR - HFFR
/75 OHM COAXIAL CABLES - HFFR

KABLO TiPi / CABLE TYPE
RG6 U/4 HFFR

Bina igi CATV,CCTV sistemlerinde dagitim kablosu olarak ve SATV uydu sistemlerinde dusik zayiflama gerektiren yangin sirasinda siyah
duman, zehirleyici ve korozif gazlarin istenmedigi ortamlarda baglanti kablosu olarak kullanilir.

Used in low attenuation requied systems such as indoor CATV, CCTV distribution and SATV satallite systems as connection cable.These
cables inhibit the propagation of the flames whereby the development of smoke is extremely low. No corrosive gases are emitted in the

event of fire.
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n.Bending Radius

en Free Test

Duman YoGunlugu Testi / Smoke Density

I lletken / Inner Cc Q Kapasitans / Capocitance
lletken Capi / Conc Diometer 1102 mm Empedans
Izolasyon / Insulation FPE Yayilma Hizi
izolasyon Gapi / Insulation Diometer 4,57 mm Izolosyon Direnci
Ekran Bant Al-Pes 100% Calisma Sicaklig
Orgu / Broid Al 60% Galisma Gerilimi
Dig Kilif / Outer Sheath HFFR Test Gerilimi / Test Vo
Kilif Gaptr / Sheath Diamster 6,8 mm Min. Bukulme Yarigopl
Kilif Rengi / Colour of Sheatt Beyoz / White Alev Testi / Flame Tes
Yaklosik Agirlik / Appros ht 49 kg/KM Halogen Free Testi
Ambalaj / Standart Packing 100 - 500 - 1000 m
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53 pf/m

75+3 OHM

082

>2000 MOHM KM
-40°C + 70°C

1.3 kv

30kv

0xD

IEC 603322 ENSO266-24
IEC 60754-2 ENS0268-2
|EC 610342 EN 50266-2

100 MHz

200 MHz
400 MHz
600 MHz
800 MHz
1000 MHz

700 dB/1I00 m
9,70 dB/I00 m
14,10 dB/100 m
16,90 dB/I00 m
19,60 dB/I00 m
22,40 dB/100 m




